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As an effective method for the nondestructive measurement of agricultural products quality, hyperspectral imaging technology has been widely studied in the field of seed classification and identification. Feature extraction and optimal wavelength selection are the two critical issues affecting the application of hyperspectral image in the field of seed identification. This study aimed to select optimal wavelengths from hyperspectral image data using joint skewness algorithm, so that they can be deployed in multispectral imaging-based inspection system for the automatic classification of maize seed. The hyperspectral images covering the wavelength range of 438～1 000 nm were acquired for 960 maize seeds including 10 varieties. After extracting the mean spectrum and entropy from the hyperspectral images, the joint skewness algorithm was used to select optimal wavelengths, and the classification models based on support vector machine were developed using the mean spectrum, entropy, and their combination, respectively. The experimental results indicated that the classification accuracy of the models developed by combination of the mean spectrum and entropy were higher than that of the mean spectrum or entropy for either full wavelengths or optimal wavelengths. The classification model for the combination of the mean spectrum and entropy based on the 10 optimal wavelengths selected by the joint skewness algorithm obtained 96.28% accuracy for test samples, with improvements of 4.30% and 20.38% over that of the mean spectrum and entropy, respectively, which was higher than the classification accuracy of the model that developed in the full wavelength (i.e., 93.47%). Meanwhile, the classification model based on joint skewness algorithm yielded the better classification accuracy than that of uninformative viable elimination algorithm, successive projections algorithm, and competitive adaptive reweighed sampling algorithm. This study made the online application of the hyperspectral image technology available for seed identification.